Tutis SV-244S

4 Channel H.264 Digital Video Recorder

Model: SV-244S
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FEATURE

The Sumvision SV-244S four channel DVR is a competitively priced,
fully functional security solution able to cater for all your security

needs.

Supports 2TB SATA HDD:

With support for an internally installed 2TB 3.5” hard drive, you

can store vast amounts of video surveillance footage.

H.264 Compression:

By utilising H.264 video compression, all surveillance footage
uses less hard drive space whilst preserving the quality of the
recording.

Security:

The Tutis uses a special file system which encrypts the video
contents on the installed hard drive, therefore preventing
unauthorised personnel from access to sensitive data.

Backup:

Backing up valuable surveillance footage is quickly and easily
done by USB pen drive or over the network.

SPECIFICATIONS

Video In:

Video Out:
Video Display:
Video Standard:

Audio Input:
Audio Output:

Basic Electricity Output:

Record Style:

Audio Compression:
Video Compression:
Picture Resolutions:
Video Code Rate:

Audio Code Rate:

Record Modes:
Pack Time:

Data Storage:
Network Interface:
Network Functions:
Alarm Input:

Alarm Output:
Serial Interface:
Firmware Upgrade:
Backup:

IR Remote Control:
Voltage Input:
Power Consumption:

Working Temperature:

4 channel composite video input 1.0V BNC connector
1 composite video output BNC connector

1/4 channel switch

PAL:  25f/s CCIR625line, 50Hz

NTSC: 30f/s CCIR525line, 60Hz

4 channel input, impedance 600Q RCA

1 channel output, impedance 600Q RCA

Linearity electricity

Audio/video simultaneous recording
ADPCM

H.264

CIF/HD1/D1

CIF: 384 ~ 768Kbps

HD1: 512~ 1024Kbps

D1: 512 ~ 1024Kbps

32KB/s

Always, scheduled, manual, motion, alarm, web client
15/30/45/60/120mins (adjustable)

SATA HDD storage (optional)

RJ45 10/100

Support for mobile surveillance, IE browsing, live remote surveillance
4 alarm inputs

1 alarm output

Supports 1 x RS485

SupportsUSB firmware upgrade

Backup files saved in .264

Yes.

AC 110 ~ 240V

6W (no HDD installed)

-10°C ~ 50°C SUMVISION ©




